
CENTER OF GRAVITY, WILL VARY SLIGHTLY DEPENDING ON:
- THE ENGINE-ALTERNATOR COMBINATION
- THE AMOUNT OF FUEL

DCBA

CORE RADIATOR EXHAUST
ENGINE

X Y Z Ï

998

998

998

276

276

276

1004

900

740

820

900820VOLVO TAD1344GE 966 1627 386 5" (127)

VOLVO TAD1345GE 962 1668 407 5" (127)

VOLVO TAD 1346 GE 906 1757 330 5" (127)

1004273900781VOLVO TAD 1343 GE 1023 1588 407 5" (127)

1080235985675BAUDOUIN 6M21G385/5 - 6M21G440-5 1062 1689 392 4" (101,6)

10892311205636BAUDOUIN 6M21G500/5 1004 1879 390 4" (101,6)

 1540  5  5 

 3400 TOTAL 

 90
 

 45
0 
 85
  
25
0 

 13
75
 
 15
90
 

 304  285 

 Y
 

 240  120  1280  120  1280  120  240 

 1730 

 X 

 A
 

 B
 

 C  D 

 1550 TOTAL 

 1358  96  96 
 22
33
 T
OT
AL
 

 21
63
 

 Z
 

 300  1400  1400  300 

 14
50
 

 50
 

 50
 

 (6x)
18 

DRAIL FUEL
(ONLY FOR BASEFRAME WITHOUT RETENTION)

BASE

FUEL TANK

REFILL COOLANT
ENGINE

LIFTING BEAM

AIR FILTER

ALTERNATOR

EXHAUST

CORE RADIATOR

REFILL FUEL

CABLE ENTRY

CONTROL PANEL

STOP EMERGENCY

BATTERY

1

MODIFICACIĎN:
Modification: ENGINES COORDENATES ARE ADDED

F

E

8 109

22/06/2023FTAMARIT FECHA:

1
1:2003

Sheet:

Scale:Version:

-
18/09/2020

-
JLOCA¤A

FECHA:

Date:

FECHA:

Date:

Date:

A2

HOJA:

ESCALA:

DIBUJADO POR:

DESCRIPCIĎN:

APROBADO POR:

MODIFICADO POR:

Drawn by:

VERSIĎN:

Modified by:

Approved by:

Description:

NORMAS ISO 2768-c

B

A

764

D

C

51 2 3

A

B

7651

C

F

E

D

98 10

G

H

G

H

432

Measures in mm.
Dagartech reserves the right to change

DAGARTECH-GENSET_BALANCE-6KB-6K1B


	Hoja1
	Drawing View1
	Drawing View2
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6
	Drawing View7


